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 Anti-Foam Emulsion 
 
 

1 DESCRIPTION 
 
Martron 110 Defoamer is a water dilutable 10% active silicone Defoamer designed to control foam in aqueous systems.  It 
offers the advantages of immediate foaming action and good long-term anti-foam performance.  Additionally, it disperses 
readily and is economical to handle.  Martron 110 Defoamer performs well in both highly acidic and highly alkaline solutions.  
Additionally, it is highly efficient in both hot and cold foaming systems. 
 
 

2 USE 
 
Martron 110 Defoamer can be used as supplied or diluted with water to prevent or destroy foam in a variety of water based 
industrial processes and products.  Efficient control can be achieved in all types of foaming systems including hot, cold, 
acidic and alkaline solutions.  Because of its good dilution characteristics, Martron 110 Defoamer can be added directly to 
cold or boiling aqueous foaming media with gentle stirring or mild agitation.  Only small concentrations of 10 to 100 ppm are 
needed for most systems.  However, in some applications adequate foam control may require 20 to 2000 ppm.  The proper 
concentration can be estimated by tests with a sample of the foamer. 
 
For maximum anti-foaming and defoaming efficiency, Martron 110 Defoamer should be pre-diluted with at least 3 parts of 
water before adding it to the foaming system. 
 
 

3 CHARACTERISTICS 
 
Type   Silicone emulsion 
Physical Form  Pourable Liquid 
Special Properties  Good stability; low viscosity; easily dispersed as supplied or when diluted. 
Primary Uses Anti-foaming and defoaming in aqueous systems - either highly acidic or highly alkaline. 
Benefits   Easily handled; out performs other 10% active silicone emulsions in both preventing 
    and destroying foam; good performance in small concentrations. 
Appearance  Creamy white 
Active Ingredients   %.10 
Specific Gravity  77°F (25°C) 1.0 
Viscosity   77°F (25°C) CPS 2000 
pH   7.0 
Emulsifier Type  Non-tonic 
Suitable Diluent  Water 
 
 

4 STORAGE 
 
Store product in clean dry area.  Store at temperature not to exceed 120°F.  Keep containers closed when not in use.  Dis-
pose of containers when they are empty. 
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Martron 110 Defoamer has good stability under normal storage conditions (68-104°F) and through several freeze-thaw 
cycles.  Mild agitation prior to use is recommended to insure a representative sample.  Martron 110 Defoamer should be 
used within six months from date of shipment.  This material will freeze below 32°F.  If frozen, Martron 110 Defoamer can 
be thawed and used without loss of efficiency.  Avoid storage conditions above 120°F.  Martron 110 Defoamer is slightly 
thixotropic in nature.  As a result, it may tend to become less flow able after a prolonged storage.  Slight agitation will restore 
its flow ability characteristics with no adverse effect on performance. 
 
 

5 DISPOSAL 
 
Martron 110 Defoamer can be easily removed by hosing with cold water.  If Martron 110 Defoamer is spilled and allowed 
to dry, the resulting silicone oil residue cannot be removed with water.  Industrial cleaning solvents such as 
perchloroethylene or 1,1,1, trichloroethane must be used to dissolve the silicone.  Possible toxic or flammability effects of 
any industrial cleaning solvents should be considered before use.  Consult Local, State and Federal Authorities before 
disposing of this product. 


